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DAE DDM720 
Electric kWh Submeter, 1P2W (2 Hot wire, no Neutral), 240V, 100A, Internal CT 
 
[Specification] 

Model DDM720 
Nominal Voltage Rating 240V 
Phase 1 phase 2 Wire (2 Hot Wire, no Neutral) 
Amp Rating 100A 
Current Transformer (CTs) CT is built inside of the DDM720 electric meter. It is not necessary to 

purchase external CTs. 
Accuracy Class 1, No conversion factor or multiplier needed. 
Frequency 60 or 50 Hz 
Power Consumption Less than 2VA 
Operating Temperature -40 to 70C̊ (-40 to 158F̊) 
Relative Humidity 0~95% non-condensing 
Pulse Output 800 Pulse Per kWh 
Item dimension Length 3.46” x Width 2.95” x Height 2.87” 
Weight 10 oz. 
Display LCD display, 7-digit, Max. 99999.99 kWh 
Mounting Method DIN-rail mount, 1.33mm standard DIN rail installation, complying 

with standard DIN EN5002. 
Installation If the hot wire diameter which passes through the meter is under 0.2 

inch, please insert the wire into the tubes (attached with the meter) 
first and then passes through the meter. If the hot wire diameter is 
more than 0.2 inch, please pass the wire through the meter directly 
without using the tubes. The hole diameter on DAE DDM720 is 0.45 
inch. If your wire size is more than AWG 4 (0.37-inch dia, including 
insulation), please choose DAE P154-200-S KIT. 

Non-volatile Memory The stored data is maintained through power outages. 
Warranty 5 Years 

 
[Feature] 
l If you would like to monitor the whole electrical panel (2 hot wires, 1 neutral) for both 120V 

circuits and 240V circuits, please choose DDM730 or DDM730P. DDM720 only read the kWh 
for the 240V circuits from the electric panel. DDM720 will not be able to record the kWh for 
the 120V circuits from the electrical panel.  

l For upgraded DEM720-2P, Cloud Metering available (2nd picture) with DAE CC2030 
Gateway. CC2030 will collect electric data from DAE electrical meters and send them to Cloud 
Server through Ethernet. With PC, cell phone or tablet, landlords or property managers can get 
access to real time data, monthly kWh and billing reports to their tenants. TOU (Time of Use) 
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billing reports are also available. No IT guy is required. Just connect wires as per picture 5 or 
see video & ready to go. 

l For existing building, hard to draw cable between upgraded DEM720-2P, (close to electric 
panel) and CC2030 (close to your router), please choose 1 CC2030 KIT + 2 WSC500A RF 
Converters to connect electric meter and CC2030 wirelessly (3rd picture). 

l Conforms to International Standard IEC62053-21 and IEC62052-11. For UL/cUL listed and 
California CTEP approved electric meters, please refer to DAE Polaris 1500 series like 
DAE P154-200-S KIT. Factory Calibration Certificates available. DAE Controls LLC is a Minority 
Business. Please feel free to get the NMSDC Minority Supplier Certificate from DAE Controls 
Website. 

l Indoor use only, DAE B1725 watertight enclosure is available for outdoor use. 
 
 
 
[Product Pictures] 
 

 
[Picture 1] 

 
[Picture 2] 

  

 

[Picture 3] 
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[Wiring Connection] 
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[Upgrade to DEM720-2P for Remote Reading Solutions] 
 

 

DAE Cloud Metering available with DAE CC2030 KIT 

Gateway. CC2030 will collect energy data from DAE 

electrical meters and send them to Cloud Server 

through Ethernet. With PC, cell phone or tablet, 

landlords or property managers can get access to real 

time data, monthly kWh and billing reports to their 

tenants. TOU (Time of Use) billing reports are also 

available. No IT guy required. Just connect wires as per 

picture or see video & ready to go. 

  

 

For existing building, hard to draw cable between 

electric meter (close to electric panel) and CC2030 

(close to your router), please choose 1 CC2030 KIT + 2 

WSC500A RF Converters to connect electric meter and 

CC2030 wirelessly. 

 

  

Cloud Metering Installation Guide for DEM Series 
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Wireless Cloud Metering Installation Guide for DEM Series 

 

  

 

 

Indoor use only, DAE B1725 watertight enclosure is 

available for outdoor use. 

 
 
 


